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MANUFACTURER’S DECLARATION OF CONFORMITY 
 

No. EX.102-2023 

Issuer’s name: GEWISS S.p.A. 

Issuer’s address: Via A. Volta, 1 
24069 Cenate Sotto (BG) 
ITALY 

Object of the declaration: RK9 range – Light rigid conduit                                                                                                    
Type References: see Annex 1 

 
 
We declare that the products mentioned in subject are designed and manufactured in 
conformity with the requirements of following harmonized Standards:  
 

Document No. Title Date of issue 

EN 61386-1 
Conduit systems for cable management                          

Part 1: General requirements 

2008                 
+ A1:2019 

EN 61386-21 
Conduit systems for cable management                          

Part 21: Particular requirements - Rigid conduit systems 

2021         
+ A11:2021 

 

and are in compliance with the essent ia l  requirements of the fol lowing  Directives:  

  2014/35/EU   2014/30/EU   Reg. (EU) n. 305/2011 

  2009/125/EC   2010/30/EU   2014/53/EU 

  2014/34/EU   2014/32/EU   2011/65/EU + 2015/863 

 

 

Signed for and on 
behalf of: GEWISS S.p.A. 

 

Place and Date: Cenate Sotto, 13th June 2023 
 

 

MATTEO GAVAZZENI  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .   
    Corporate Industrial  Property,  Quality  
           and Product Certif ication Director  
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Annex 1: 
List of the Type References subject of the Declaration No. EX.102-2023 
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TYPE REFERENCE DESCRIPTION 

AS09321 RK9/16-2,5 LIGHT RIGID CONDUIT SLEEVED END GREY RAL 7035 LENGHT = 2,5 m 

AS09322 RK9/20-2,5 LIGHT RIGID CONDUIT SLEEVED END GREY RAL 7035 LENGHT = 2,5 m 

AS09323 RK9/25-2,5 LIGHT RIGID CONDUIT SLEEVED END GREY RAL 7035 LENGHT = 2,5 m 

AS09324 RK9/32-2,5 LIGHT RIGID CONDUIT SLEEVED END GREY RAL 7035 LENGHT = 2,5 m 

AS09325 RK9/40-2,5 LIGHT RIGID CONDUIT SLEEVED END GREY RAL 7035 LENGHT = 2,5 m 

AS09326 RK9/50-2,5 LIGHT RIGID CONDUIT SLEEVED END GREY RAL 7035 LENGHT = 2,5 m 

DX24816 RK9/16-2 LIGHT RIGID CONDUIT SLEEVED END GREY RAL 7035 LENGHT = 2 m 

DX24820 RK9/20-2 LIGHT RIGID CONDUIT SLEEVED END GREY RAL 7035 LENGHT = 2 m 

DX24825 RK9/25-2 LIGHT RIGID CONDUIT SLEEVED END GREY RAL 7035 LENGHT = 2 m 

DX24832 RK9/32-2 LIGHT RIGID CONDUIT SLEEVED END GREY RAL 7035 LENGHT = 2 m 

DX24840 RK9/40-2 LIGHT RIGID CONDUIT SLEEVED END GREY RAL 7035 LENGHT = 2 m 

DX24916 RK9/16-3 LIGHT RIGID CONDUIT SLEEVED END GREY RAL 7035 LENGHT = 3 m 

DX24920 RK9/20-3 LIGHT RIGID CONDUIT SLEEVED END GREY RAL 7035 LENGHT = 3 m 

DX24925 RK9/25-3 LIGHT RIGID CONDUIT SLEEVED END GREY RAL 7035 LENGHT = 3 m 

DX24932 RK9/32-3 LIGHT RIGID CONDUIT SLEEVED END GREY RAL 7035 LENGHT = 3 m 

DX24940 RK9/40-3 LIGHT RIGID CONDUIT SLEEVED END GREY RAL 7035 LENGHT = 3 m 

DX24950 RK9/50-3 LIGHT RIGID CONDUIT SLEEVED END GREY RAL 7035 LENGHT = 3 m 

DX25116 RK 9/16 LIGHT RIGID CONDUIT GREY RAL 7035 LENGHT = 3 m 

DX25120 RK 9/20 LIGHT RIGID CONDUIT GREY RAL 7035 LENGHT = 3 m 

DX25125 RK 9/25 LIGHT RIGID CONDUIT GREY RAL 7035 LENGHT = 3 m 

DX25132 RK 9/32 LIGHT RIGID CONDUIT GREY RAL 7035 LENGHT = 3 m 

DX25140 RK 9/40 LIGHT RIGID CONDUIT GREY RAL 7035 LENGHT = 3 m 

DX25150 RK 9/50 LIGHT RIGID CONDUIT GREY RAL 7035 LENGHT = 3 m 

DX25116W RK 9/16 LIGHT RIGID CONDUIT WHITE RAL 9010 LENGHT = 3 m 

DX25120W RK 9/20 LIGHT RIGID CONDUIT WHITE RAL 9010 LENGHT = 3 m 

DX25125W RK 9/25 LIGHT RIGID CONDUIT WHITE RAL 9010 LENGHT = 3 m 

DX25132W RK 9/32 LIGHT RIGID CONDUIT WHITE RAL 9010 LENGHT = 3 m 

DX25140W RK 9/40 LIGHT RIGID CONDUIT WHITE RAL 9010 LENGHT = 3 m 
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