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Ib'|o® Lakaseloszté technikai informaciok
Distribution box technical information

Technické udaje rozvodnice
Verteiler - technische Informationen
Tablou de sigurante - Informatii tehnice

Protection against the penetration of solid objects bigger than 1mm: IP30
Védettség: IP30

Krytie [p30

Schutzart: Ip30

Protectie: IP30

Protection against electric shocks: class Il
Védettség electromos aramiités ellen: Il. osztaly
Kytie voci Urazu elektrickym padom: II. trieda
Uberspannungsschutz Klasse 1.

Protectie de electrocutare: clasa Il

Heatrange during installation: between -5°C - +40°C
Kornyezeti hémérséklet: -5°C -+40°C

Teplota prostredia : -5°C +40°C
Umgebungstemperatur: -5 -+40C

Temperatura ambientala: -5 - +40C

Resistance against fire and flame up to 650C
Anyaga: ABS 6nkiolto, tiizallé

Material:ABS samohasaci, plamefiuvzdorny
Material: ABS selbstldschend, feuerfest
Material: ABS autoextinctie, ignifug

Terminal strip for eathing connecting
Sorkapocs a fold csatlakoztatasahoz
Svorka na uzemnenie
Listerklemme zur Erdung

Sirde cleme pentru impamantare

Imax

Aramer8sség: 4 modul 50A, 6-36 modul 63A
Manovity prad : 4 moduly 50A, 6-36 modul 63A
Stromstérke: 4 Module 50A, 6-36 Module 63A
Amperaj: 4 module 50A, 6-36 module 63A




